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STEP3

STEP4

STEP5

5x5(with 
cross head)

Tighten the 2 screws with a 5x5 Phillips allen key. 
The handset packing bag comes with screws.

Align the 3 holes on the table and tighten the screws (G).

Connect Wires and Fix Cables
Connect the handset (11), adapter and motor as 
shown in the figure

Use the cable tie (9) to sort out the cables in 
a proper position and keeps the cable organized.

Tear off

Manage 
Cables Fix

Install Column

As shown in the picture, insert the column 
coupling into the gear box

Rotate the column (4) to the position 
shown in the figure, and turn it 
clockwise by 45 degrees after it is 
fully inserted.

Rotate to the position shown in the 
figure, use a 4x4 allen key (C) to screw 
the screw D into the 1 and 2 positions, 
and then tighten the screws in 3 and 
4 positions.

How to use handset

Adjust the desk upwards

Adjust the desk downwards

50

1.Check if overloaded, max loading: 50kg;

2.Contact your supplier or dealer

1.Reset

2.Contact your supplier or dealer
Go down but not go up

Downward sliding

Operation

●  

  

●  

  

Button Lift Function

Reset Function

Press the“▲”or“▼" button to adjust the height of the desk.

   (1) When at the lowest position, long press the "▼" button for more 
than 5 seconds to enter the reset mode. The reset will be finished until 
the lift system rebound and stop after reaching the bottom.
   (2) When the lifting system fails, release the button, long press the  
"▼" button, the reset will be finished until the lift system rebound and 
stop after reaching the bottom.

12. If there appears damage of the power cord, please contact the manufacturer or a 
professional for replacement.
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Note: install the handset 
to where label is.
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